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HIGH PERFORMANCE SOLUTIONS
• 65 m2/h printing speed

• 120 cm maximum printing width

• Outstanding price/performance ratio 
for its Epson i3200 heads

• Perfect print through on flags with 
special penetration liquid

• Vivid colors and great fastness

Printing Width

120 cm
‘up to

Printing Speed

 sa65



• Fixation system keeps fabric soft.

• No washing necessary, ready-to-use prints.

• Advanced configuration for stable and higher production efficiency.

• Magnetic grid ensures more stable and precise printing, free of maintenance.

• Pneumatic devices on media feeding and winding system, safer and 

easier operation.

• Auto extraction system to protect textile from over heating.

Printer Model

Print Width

Print Head Configuration

Ink Type

Number of Colors

Print Speeds

RIP Software

Media

Input power

Working Condition

Assembly Dimensions (LxWxH)

Weight

SCAN FOR 
PACKING DETAILS

TRUJET FL2-12

1200mm

Epson i3200 printheads in full stagger configuration

Sublimation Disperse Ink 

4 and 8 

65 m²/h 2 pass (360x1200)

32 m²/h 4 pass (360x2400)

Photo print, Ergosoft, Caldera (Optional)

Polyester Banner Fabric

220V±10% (AC 5O/60Hz)

Preheating: 5 kW ; Working: 2 kW

Fume Buster: 0,8 kW

Temperature: 200C - 280C

Humidity: 40% - 70 %RH

2210 x 750 x 1250 mm

Net: 460 kg - Gross: 500 kg

TECHNICAL PROPERTIES


